
 
 

 

 
 

 
 

    
  
   

 
   

 
  
    

 
 
 
 

  

                 

   



  



   

  

   

   
   


 
  

 




   
    

 
  

Asia’s most affordable 
and trusted expert for 

Air Purification

and Odour Removal

  
   

 

Portable and Fixed

Bipolar Ionization Air 

Treatment Units
     ProMedUSA V6-0126

Paul Sussman
and



 How ProMedUSA + AtmosAir Works 
How ProMedUSA + AtmosAir Works 

V8-0521 

         
         

    
          
     

 
          

          
      

 
 

           
          

      
  

 
     

           
    

 

  
    

  

How PurAire’s Bi-Polar Ionization Eliminates Odours, Mould, 
Smoke, PM2.5 Particles, and Deactivates or Kills Viruses,

Including Covid & Flu, and Bacteria on Contact.

Research has proven that Odours, Viruses, Mould, Germs, Allergens, and 
VOCs travel through aerosol droplets that float in the air. These droplets 
remain suspended for 5-10 minutes at the same level as you breathe, allowing 
you to inhale them. Inhaling these germs can lead to quick infection, while 
unpleasant odours are be detected by your sense of smell.
PurAire's Bi-Polar Ionisation technology continuously saturates the air in your 
room with positively and negatively charged oxygen ions. These ions quickly 
bond with air contaminants and virus-laden particles, destroying or 
deactivating them upon contact.

As shown, the air flows over our ionization tubes, which creates a powerful 
Cold Plasma Corona Discharge, ionizing oxygen molecules. Ionization is a 
natural process that continuously occurs in nature, such as after a 
thunderstorm or at higher altitudes.

With PurAire’s Bipolar Ionization, your air is deodorized, disinfected, and 
purified, leaving it with a refreshing "Swiss Mountain Top Fresh" scent. You will 
quickly notice the difference both in the smell and quality of your air.



 
 
 
 
 
 
 

AirPro and PurAire 
Bipolar Ionizers 

 
 

   
   
• PurAire ULTRA-1 and ULTRA-2 
    
    
• PurAire BPI-400 Room Air Purifier 

 

V2-1123 

      • ProMedUSA AirPro-MAX
• PurAire-DUO

• PurAire LiftPRO 1 and 2 (for Lifts)
• PurAire MiniPro (Toilets, Small Spaces)



 
   

 

          
            

       
 

         
         

        
  

 

        
         

        
      

     

  

   

      

 

  

PurAire Pyramid
Tiny, compact bipolar ioniser for personal use

   

              
            

      

             
             
           

            
             

           
          

    

              
           

          
          

              

            
             

           
          

    

              
            
        

           
             

            
         

      

The air flow through the filter and over the ionization tube produces 
power ful bipolar oxygen ions that flow into the room and saturate the indoor 
space with the ions providing constant and effective purification. The PurAire 
Pyramid provides continuous disinfection to “actively” sanitize and deodorise 
the indoor air wherever it is placed.

Only 8 Inches on a side and 91/4 inches high, the compact and versatile 
PurAire-Pyramid is perfect for desktops, bedside tables, and personal use. It’s 
also well-suited for hospitals, nursing homes, veterinary clinics, hotels, medical 
offices, laboratories, and any space where unwanted odours, bacteria, germs, 
or viruses may be present. It is available in multiple colours to suit any décor.

With Odours, Viruses like Covid-19, tobacco smoke smells floating in your air, it is 
important to be able to neutralize and eliminate these contaminants in your 
bedroom, hotel room, clinic, office, pet shop, etc.

Treatment Area 20 to 50 M2

V2-0126

Paul Sussman
20-50 SqM



 

ProMedUSA    
 

AirPro – Max   Bipolar Ionizer 
 

 

 

               
         
• WARRANTY – UNIT: 2-YEAR WARRANTY, ION TUBES: 1-YEAR WARRANTY  
• STANDARD BUILT-IN 9 POSITION ELECTRONIC LED TIMER 
    

Portable, Affordable, Adjustable 
  

Our BiPolar Ionizer uses Cold Plasma Bipolar  
(+ and – Oxygen Ions) Ionization Technology 

in a lightweight portable unit! 
 

    
 

Quickly Deodorize and Sanitize your Indoor Air eliminating  
Odours including Mould, Mildew and Tobacco Smells,  
Renovation Odours, Viruses (including COVID and Flu), 
Bacteria, and dangerous PM2.5 Particles on Contact 

 
Designed in Singapore and Made Exclusively for ProMedUSA in Canada 

 

  

• High / LOW ADJUSTABLE BI-POLAR IONISATION OUTPUT

• POWER: 110 or 220/240V 50hz or 60hz, 28 WATTS
• DIMENSIONS: 38 CM X 13 CM X 16 CM; WEIGHT: JUST 1.2 kg

                Treatment Area: up to 200SqM

V6-0126



 

PurAire - DUO  
 

 

PORTABLE BIPOLAR IONIZER 

 

Professional, Affordable, Adjustable 
  

Bi-Polar Ionizer using Cold Plasma Bipolar  
(+ and – Oxygen Ions) Ionization Technology 

in a lightweight portable unit!  
 

Quickly Deodorize and Sanitize your Indoor Air eliminating  
Odours including Mould, Mildew and Tobacco Smells,  

Renovation Odours, VOC’s, Viruses (including Covid and Flu), 
Bacteria, and dangerous PM2.5 Particles on Contact 

 
Designed in Singapore and Made Exclusively  

for ProMedUSA + PurAire in Canada 
 

 

   

• DIMENSIONS: 380 X 130 X 160 MM; WEIGHT 1.2 KG 
    
      
        
     

    
• MAINTENANCE: NONE REQUIRED, JUST CHANGE REAR FILTER WHEN DIRTY 
 

        

    

         
• ADJUSTABLE OUTPUT: SELECT HIGH OR LOW WITH HI/LO SWITCH
• WARRANTY ION TUBES: UNCONDITIONAL 1 YEAR WARRANTY
• WARRANTY UNIT – FULL 2 YEAR INTERNATIONAL WARRANTY
• POWER: 220-240VAC 28 WATTS

                  

V6-1025

Coverage of 150+ M2and more

Coverage of 150+ M2and more (depending upon odours)
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Viruses, Germs, Bacteria, Odours, Mould and Mildew spores, VOC’s, 
Tobacco smells are quickly neutralized and eliminated. The powerful 
ions cause Smoke particles, and dangerous PM2.5 particles to 
“agglomerate” or clump together becoming larger and heavier so 
they rapidly drop out of the air. 
 

With ULTRA’s HEPA13 filter and powerful bipolar ionization, you are 
assured of continuous and effective deodorization and sanitization. 

 

  
 

Medical Grade Bipolar Ionizer 
Air Purifier / Air Sterilizer 

 
 

  
 

     

         
             

        

These ions rapidly attach to the odours, mould, pathogens (Viruses, 
Germs, Bacteria and Allergens) floating in the air and on surfaces 
that you touch, deactivating or killing them on contact.

     

         
             

        

         
            
        

     

         
            
        

V7-0126

     

         
            

        

PurAire ULTRA-1

Treatment Area Up to 600+ M2

         
            

        

The PurAire Ultra-1 uses our powerful Bipolar Ionization technology to 
quickly & totally saturate an indoor space of up to 600M2with our powerful 
Bipolar (positive & negatively charged) Oxygen Ions.
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Viruses, Germs, Bacteria, Odours, Mould and Mildew spores, VOC’s, 
Tobacco smells are quickly neutralized and eliminated. The powerful 
ions cause Smoke particles, and dangerous PM2.5 particles to 
“agglomerate” or clump together becoming larger and heavier so 
they rapidly drop out of the air. 
 

With ULTRA’s HEPA13 filter and powerful bipolar ionization, you are 
assured of continuous and effective deodorization and sanitization. 

 

PurAire ULTRA-2 
 

Medical Grade Bipolar Ionizer 
Air Purifier / Air Sterilizer 

 
 

  
 

     

         
             

        

These ions rapidly attach to the odours, mould, pathogens (Viruses, 
Germs, Bacteria and Allergens) floating in the air and on surfaces 
that you touch, deactivating or killing them on contact.

     

         
             

        

         
            
        

     

         
            
        

V7-0126

Treatment Area Up to 1,000+ M2

The PurAire Ultra-2 uses our powerful Bipolar Ionization technology 
to quickly & totally saturate an indoor space of up to 1,000M2 with 
our powerful Bipolar (positive & negatively charged) Oxygen Ions.



 
  

 

          
            

       
 

         
         

        
  

 

        
         

        
      

     

Front View 

Exploded View 

      

 

                                         

PurAire MiniPro-1

With Odours, Viruses like Covid-19, Toilet and Tobacco smoke smells floating in 
your  air,  i t  is important  to  be  able  to  neutral ize  and  eliminate  these 
contaminants in your hotel guest room, clinic, office, or toilets.

The airflow through the optional HEPA filter and over the ionization tube 
produces powerful bipolar oxygen ions that flow into the space and saturate 
the indoor space with the ions providing constant and effective purification. 
The MiniPro-1 provides continuous disinfection to “actively” sanitise and 
deodorize the indoor air wherever it is installed.

             
             
           

Bipolar Ioniser for Guest Rooms, Toilets, Clinics

The PurAire MiniPro-1’s Bipolar Ionisation unit is designed to be wall mounted in 
your toilet, clinic or guest room to quietly eliminate those odours, viruses, germs, 
and bacteria, protecting you and your guests from unpleasant odours and 
disease. The output control allows you to adjust the ionisation level as needed.

V4-0126

Treatment Area 20 - 80 SqM

Paul Sussman
20-80 SqM



 
 PurAire  MiniPro-2 

 

With Odours, Viruses like Covid-19, Tobacco smoke smells floating in your air, it is 
important to be able to neutralize and eliminate these contaminants in your 
hotel guest room, clinic, office, or toilets. 
 

The PurAire MiniPro-2’s Bipolar Ionization unit is designed to be wall mounted in 
your toilet, clinic or guest room to quietly eliminate those odours, viruses, germs, 
and bacteria, protecting you and your guests from unpleasant odours and 
disease.  
 

The airflow through the HEPA filter and over the ionization tube produces 
powerful bipolar oxygen ions that flow into the space and saturate the indoor 
space with the ions providing constant and effective purification. The MiniPro-2 
provides continuous disinfection to “actively” sanitize and deodorize the indoor 
air wherever it is installed. 

Front View 

MiniPro-2 Installed in Toilet 

Bipolar Ionizer for Guest Rooms, Toilets, Clinics 

 

  

V3-0126

Treatment Area 50 to 150 M2

Paul Sussman
50-150 SqM



 
   

 

          
            

       
 

         
         

        
  

 

        
         

        
      

     

  

   

Bipolar Ionizer for Guest Rooms, Toilets, Clinics 

 

  

PurAire MiniPro-3

             
             
           

              
            

      

             
             
           

              
            

      

     
     

         
    

     
    

     
     

         
    

     
     

     

    
      

       
     

     
    

    
  

    
      

       
     
     

    
    

  

     
     

         
    

     
     

     

      
    

        
     

    
     

     
   

           
         

        
  

      
    

        
                

    
     

     
   

With Odours, germs and viruses like 
Covid-19, Tobacco smoke smel ls 
f loating in your air, it is important to 
b e a b l e t o n e u t r a l i z e a n d 
el iminate these contaminants in 
y o u r h o t e l g u e s t room, c l in ic , 
of f ice, nurs ing home, pet shop, 
vetinary clinics or toilets.

The PurAi re MiniPro-3’s B ipolar Ionization unit is designed to be wall 
mounted t o q u i e t l y e l i m i n a t e those odours , v i ruses , ger ms, and 
b a c t e r i a , p r o t e c t i n g y o u a n d y o u r g u e s t s f r o m u n p l e a s a n t 
odours and disease.

     Treatment Area 50 to 150 M2

V2-0126

Paul Sussman
50-150 SqM

Paul Sussman
(220VAC is available)



PS-500T2

Air volume

Application area

Shell material

Weight

Product size

Noise

Filter type

PRODUCT 
SPECIFICATION

SPECIFICATIONS

Product information

Electrical

Ionization Tube

220 m³/h

50~80�㎡

Aluminium alloy

3 kg

500*340*60 mm

≤50 dB

Primary filter 

Rated Voltage

Power

24V DC

26 W

Quantity

Size

Estimated Tube Life

Material

2 pcs

80 mm

17000 Hours

Various composite materials,
stainless steel outer mesh

Device lock

Air 
outlet

Air inlet

Control panel

Device lock

Primary 
filter

Fan Plasma tube

5
0
0
m

m

340mm

60mm

① ② ③ ④

① Fuse

②

Work lights

③

Power switch

④

Power socket

    
   

    
    

   
     

       
  



    
     

      
    

  
     

     
 



      
      

    
     

    



    
    

      
  

       
      

   

     
     

       
   

   
      

     

     
 

       
      

      
      

       
        

    
        

      
       

     
     

       
      

      
       

       
      

     

        
      

       
     

     
       

       
  

      
       

       
      

     

The 24VDC PurAire MiniPro-4 Bipolar Ioniser is 
engineered specifically for mobile and transportation 
environments, including buses, trains, trucks, and 
specialty vehicles where continuous odour control 
and microbial reduction are required. The MiniPro-4 
requires minimal to zero maintenance, is thin, small 
and durable for transport use.

        
      

       
     

     
       

      

     
     

       
   

   
      

         
       

       
      

     

     
 

       
      

     

     
         

      
     

      
 

     
     

       
   

   
      

   

      
      

     
     

   

      
       

        
      

    

       
      

       
     

     
       

       

Optional accessories: app、remote control、ion 
quantity control system

       
      

       
     

      
       

      

      
       

        
      

    

The MiniPro-4 incorporates two 80 mm high-output 
bipolar ionization tubes, producing a powerful 
concentration of positive and negative oxygen ions. 
These ions actively neutralize odour-causing 
compounds and continuously reduce airborne bacteria 
and germs throughout the vehicle cabin, improving 
overall air quality for passengers and operators.

      
       

        
      

    

To support reliable operation in demanding 
environments, the MiniPro-4 is equipped with a 
primary particulate filter that captures dust, dirt, and 
larger airborne particles, protecting the ionization 
system and extending service life.

Paul Sussman

Paul Sussman
PRODUCT SPECIFICATION

Paul Sussman
PurAire MiniPro-4

Paul Sussman
V1-1225

Paul Sussman
24VDC for the Transportation Industry

Paul Sussman



 
PurAire  LiftPro-1 

 

With Odours, Viruses like Covid-19, Tobacco smoke smells floating in your air, it is 
important to be able to neutralize and eliminate these contaminants in your lifts, 
or small spaces to assure your guests and staff of a safe and pleasant environment. 
 

The PurAire LIFTPRO’s Bipolar Ionization unit is designed to be wall mounted in your 
lift or room to quietly, continuously eliminate those odours, viruses, germs, and 
bacteria, protecting you and your guests from unpleasant odours and disease.  
 

The airflow through the HEPA filter and over the ionization tube produces powerful 
bipolar oxygen ions that flow into the space and saturate the indoor space with 
the ions providing constant and effective purification. The LIFTPRO provides 
continuous disinfection to “actively” sanitize and deodorize the indoor air 
wherever it is installed. 
 

       

 

       

V5-0126

Mini Bipolar Ionizer for Lifts or Small Spaces

Paul Sussman
Bipolar Ioniser for Lifts, Toilets,Small Spaces of up to 50 SqM

Paul Sussman
5 - 50 SqM



 
  

 

With Odours, Viruses like Covid-19, Tobacco smoke smells floating in your air, it is 
important to be able to neutralize and eliminate these contaminants in your lifts, 
or smaller spaces up to 30 M2 to assure your guests and staff of a safe and pleasant 
environment. 
 

The PurAire LIFTPRO’s Bipolar Ionization unit is designed to be wall mounted to 
quietly, continuously eliminate those odours, viruses, germs, and bacteria, 
protecting you, your staff and your guests from unpleasant odours and disease.  
 

The airflow through the HEPA filter and over the ionization tube produces powerful 
bipolar oxygen ions that flow into the space and saturate the indoor space with 
the ions providing constant and effective purification. The LIFTPRO provides 
continuous disinfection to “actively” sanitize and deodorize the indoor air 
wherever it is installed. 
 

      

 

	 	 	 	                      

 PurAire LiftPro-2
Bipolar	Ioniser	for	Lifts,	Toilets	or	Spaces	up	to	80	SqM

V5-0126

Paul Sussman
Typical Installation inside a lift

Paul Sussman
15-80 SqM



Air volume

Application area

Shell material

Weight

Product size

Noise

Filter type

SPECIFICATIONS

Product information

Ionization Tube

0~1000 m³/h

Aluminum

16.5 kg

625*625*265 mm

≤50 dB
   

HEPA13

Quantity

Size

Estimated Tube Life

Material

350 mm

17000 Hours

Various composite materials,
stainless steel outer mesh

Optional:

1. High-efficiency UVC sterilization lamp

2. Intelligent display panel with air quality sensor

3. Remote Control

4. RS485 control system

Electrical

Rated Voltage

Frequency

Power

Internal Fuse/overload safety protection design and 
Power dual protection

120V AC  /  240V AC

50 / 60 Hz

50 W

Reset

Speed control 0.5A Fuse

Standby/Fault Light

21

5

7

7

8

1 2

43

Signal receiver6

5

6

3 Ion control 4 0.5A Fuse

Ion tube

Fixing hole

Power connector

Air inlet

Air outlet

Fan
Primary/high efficiency 

filter (optional)

Device lock *2

9

8 Running light

remote
control

Connect to WiFi and 
use the TUYA APP to control

PRODUCT SPECIFICATION
 

    
     

       
    

        
    

     
 



      
       

        
   

        




       
         

        
        
         

      
       

 

         
         

        
       

         
  

       
         

        
        
         

      
       

 

The SG-BPI-501WM comes standard with a 90 mm H13 
HEPA filter, capable of effectively capturing the majority of 
airborne bacteria and viruses. In addition, the high 
concentration of bipolar ions actively inactivates bacteria 
and viruses suspended in the air, supporting a cleaner, 
healthier indoor environment.

       
         

        
        
         

      
       

 

The SG-BPI-501WM Bipolar Ionizer can be configured 
with up to four high-efficiency 350 mm bipolar ionization 
tubes, delivering a powerful concentration of bipolar ions. 
This high ion output rapidly neutralizes stubborn odours 
such as tobacco smoke, mould and mildew smells, and 
volatile organic compounds (VOCs), while also 
agglomerating harmful PM2.5 fine particles for more 
effective removal.

SG-BPI-501WM

50~250 m2

1 pcs (Up to 4 possible)

Paul Sussman

Paul Sussman
PRODUCT SPECIFICATION

Paul Sussman
SG-BPI-501WM

Paul Sussman
WALL OR CEILING MOUNTED BIPOLAR IONISER

Paul Sussman

Paul Sussman
V1-1225



 
  

 

          
            

       
 

         
         

        
  

 

        
         

        
      

     

  

  

      

 

     

    

              
            

      

     
        

        
     

      
 

            
             

           
          

    

     
         

       
      
      

    

      
          

       
       

  

       
       

       
     

       
     

       
       
      

    
    

“actively” sanitize and deodorize the 
indoor air wherever it is installed.

         
       
       

     

              
             

      

             
            
  

             
            
  

              
             

      

    
        PurAire BPI-400RM in guest room

              
            

      

           
          

     

            
             

       

           
         

      

           
         

           
          

     

           
          


      

           
         


     

With Odours, Viruses like Covid-19, Tobacco smoke smells floating in 
your air, it is important to be able to neutralize and eliminate these 
contaminants in your hotel guest room, clinic, office, classroom or 
bedroom.

           
          

      

The PurAire BPI-400RM Bipolar Ionization unit is designed to to quietly 
eliminate those odours, viruses, germs, and bacteria, protecting you 
and your guests from unpleasant odours and disease.

 

V1-1123

PurAire BPI-400RM
Bipolar Ionizer for Guest Rooms, Suites, Bedrooms

Coverage up to 40 SqM



 
 
 
 
 
 
 

PurAire 
FCU / AHU / PAHU / IN-DUCT 

 
 

   
• PurAire SG-MINI 4H 
• PurAire SG-MINI 5H/V 
• PurAire SG-BPI-1V/H 
• PurAire SG-BPI-2V/H 
• PurAire SG-BPI-4H/V 
• PurAire SG-BPI-5H 
• PurAire SG-BPI-8H/V 
• PurAire SG-BPI-9H 
• PurAire SG-BPI-12V 

 

• PurAire SG-MINI-3



Air volume

Application area

Shell material

Weight

Noise

APPLICATION

Product information

Electrical

Ionization Tube

Rated Voltage

Power

Quantity

Size

Estimated Tube Life

Material

1.2Kg

≤30 dB

6 W

180 mm

1000CFM(1700m³/h)

280 m

 FC-180 plasma air disinfection & purification 

system can be installed in all kinds of fan coils, 

fresh air systems and small & medium-sized 

air conditioners and other ventilation systems, 

easy to install, will not damage the structure of 

the original product, with the use of air 

pressure switch, more energy-saving and 

environmentally friendly.

Optional accessories: wind pressure switch, 

ion quantity control system.

Various composite materials,
stainless steel outer mesh

DC24V(Standard )
AC 120V/240V（Optional）

 

       

      

   

Paul Sussman

Paul Sussman
Model SG-FC180 

Paul Sussman
Bipolar Ioniser

Paul Sussman
Coverage area up to 80 SqM

Paul Sussman



Adaptive air volume

Application area

Shell material

Weight

 

Noise

SPECIFICATIONS
Product information

Electrical

Ionization Tube

    

   

 

ABS Flame retardant material

 

 

 

Rated Voltage  

Power  

Material

Quantity 1 pcs

Size  

Estimated Tube Life 17000 Hours

Various composite materials,  
stainless steel outer mesh

       
          

       
        
        

         
         

        
         

       
         

     

 

  

 

 

      
         

       
       

        
       

        
        

         
        
      

           
  

     
        

      
       
      

       
       

         
       

         
        

      
          
  

     
        

      
       
      

       
       

         
       

         
        

      
          
  

  

     
        

    
       
      

      
          

       
         

      

 

     
         

       
        

         

 

     
         

       
       

      

   

 

 

   

 

12V DC, 24VDC, 110-220VAC

    
PRODUCT SPECIFICATIONS
MODEL SG-BPI-100

700 CFM (1,200 m³/h)

30 to 50 !

1k g

    Standard Features Air Flow switch, Ionization level control

≤30 dB

5W

100 mm

Paul Sussman

Paul Sussman
Especially for FCU’s, Cassette, Split or Hanging Aircons

Paul Sussman

Paul Sussman

Paul Sussman

Paul Sussman

Paul Sussman
3 DIFFERENT VARIATIONS AVAILABLE



Adaptive air volume

Application area

Shell material

Weight

Product size

Noise

SPECIFICATIONS
Product information

Electrical

Ionization Tube

    

   

 

ABS Flame retardant material

 

 

≤10 dB

Rated Voltage  

Power  

Material

Quantity 1 pcs

Size  

Estimated Tube Life 17000 Hours

Various composite materials,  
stainless steel outer mesh

       
          

       
        
        

         
         

        
         

       
         

     

Ion tube

Product bodyIndicator light

power cable

34mm
 

57mm

82m
m

      
         

       
       

        
       

        
        

         
        
      

           
  

     
        

      
       
      

       
       

         
       

         
        

      
          
  

     
        

      
       
      

       
       

         
       

         
        

      
          
  

  

     
        

    
       
      

      
          

       
         

      

 

     
         

       
        

         

 

     
         

       
       

      

300 CFM (510 m³/h)

20 ㎡

100 g

128 X 57 xX 34 mm

4W

30 mm

12V DC, 24VDC, 110-220VAC

128mm

  MODEL SG-MINI 3
PRODUCT SPECIFICATIONS

Paul Sussman

Paul Sussman
Especially for Cassette, Split or Hanging Aircons



Adaptive air volume

Application area

Shell material

Weight

Product size

Noise

SPECIFICATIONS
Product information

Electrical

Ionization Tube

    

500 CFM (850 m³/h)

40 ㎡

ABS Flame retardant material

115 g

163*57*34 mm

≤10 dB

Rated Voltage 12V DC

Power 5 W

Material

Quantity 1 pcs

Size 70 mm

Estimated Tube Life 17000 Hours

Various composite materials,  
stainless steel outer mesh

       
          

       
        
        

         
         

        
         

       
         

     

 

  

 

 

      
         

       
       

        
       

        
        

         
        
      

           
  

     
        

      
       
      

       
       

         
       

         
        

      
          
  

     
        

      
       
      

       
       

         
       

         
        

      
          
  

  

     
        

    
       
      

      
          

       
         

      

 

     
         

       
        

         

 

     
      

     
      

    
   

     
    

     
    

    
    

    
    

      
      

       
      

     
      

       
    




    

      
 

      
        

 

      
      

       
      

     
      

       
    

      
        

 

MODEL SG-MINI-4
   

Coverage up to 40 SqM
  For Aircons, Air Purifiers

The SG-MINI-4 Cold Plasma Air Disinfection 
and Purification Module is designed for 
integration into air purifiers, small to medium- 
sized air conditioning units, and other 
equipment requiring effective air purification 
and disinfection. The module utilizes bipolar 
ionization technology to purify the air and 
eliminate harmful pathogens, and odours.

APPLICATION

The SG-MINI-4 does not support Modbus 
connectivity and is not equipped with a built-in 
airflow switch.

Paul Sussman

Paul Sussman
SG-Mini-4

Paul Sussman
V2-0126



PS-500

Adaptive air volume

Application area

Shell material

Weight

Product size

Noise

SPECIFICATIONS
Product information

Electrical

Ionization Tube

PM2.5HCHOPlasma Ions Sterilization HCoV GX-P2V H1N1 EV71 TVOCASFV Odor Air Volume

   

60 ㎡

ABS Flame retardant material

450 g

200*70*50 mm

≤10 dB

Rated Voltage 12V DC / 24 DC  AC 220/240V

Power 5 W

Material

Quantity 1 pcs

Size 80 mm

Estimated Tube Life  

Various composite materials,  
stainless steel outer mesh

Plasma tube  
Power supply

Power cable

Product body   

200mm

28mm50mm

100mm

80mm

Ion control

APPLICATION
            
          

           
            

             
          

               
             

  

     

     
    

     
        

      
        

     
        

         
         

   

        
       

       
         

        
      

      
         

           
           

    

17,000 Hours

700 CFM (1,200 m³/h)

       
       

       
        

         
       
       

       
          

           
        

       
       
       

        
         

       
       

       
          

           
        

      
       

       
      

         
       

       
       
         

          
         

    

SG-MINI-5V/H ionization system is mainly 
used in the supply and discharge system of 
medium/ large air treatment systems, such 
as FCU air conditioning ducts, HVAC and 
other ventilation systems. It can also be installed 
i n  t he  or ig ina l f resh  a i r  sys tem  wi thou t 
damaging  the  original duct  structure.  The 
optional air pressure switch can be operated 
simultaneously with the HVAC fan. The plasma 
intensity can be adjusted by a 3-level knob on 
the  device.  The  power  of  the  device c a n  b e 
t u r n e d  o f f  o n  t h e  d e v i c e  o r  q u i c k l y 
disconnected on the power cord.

Paul Sussman
MODEL SG-MINI-5

Paul Sussman
PRODUCT SPECIFICATIONS

Paul Sussman
V/H



700CFM（1200m³/h）

60 m²

ABS Flame retardant material

20*70*50 mm

≤10 dB

DC12V/24V   AC220V/240V

1 pcs

80 mm

Standard

Air volume

Application area

Shell material

Weight

Product size

Noise

APPLICATION

Product information

Ionization Tube

Quantity

Size

Estimated Tube Life

Material

17000 Hours

Various composite materials,
stainless steel outer mesh

Electrical

Rated Voltage

Built-In Airflow switch

Cassette Installation

SG-MINI-5A bipolar ionizer is especial ly
designed for installation in either a ceiling
mounted cassette type aircon, or a wall
mounted split type aircon. It has a built-in
airflow switch, so that the ionizer is turned on
only when the aircon unit is turned on. The
ionization level can be adjusted by a 3-level
knob on the Mini-5A. Mounting brackets are
available to assure a proper installation on or 
inside the aircon unit.

 
 

5 WPower

Split Aircon InstallationSG-Mini-5A Dimensions

450 grams

MODEL SG-MINI-5A
For Cassette and Split Aircon Installations

Coverage up to 60 SqM

Paul Sussman
V3-0126



Adaptive air volume

Application area

Shell material

Weight

Product size

Noise

Indicator light

Ion control  

Fuse

Power connector

192mm

19
2m

m

Ion generator

38mm

Ion tube

Ion tube size can  
be customized

180/220/350/520mm

0.5AMP FUSE

POWER

ION CONTROL

SPECIFICATIONS
Product information

Electrical

Ionization Tube

Ion generator

PM2.5HCHOPlasma Ions Sterilization HCoV GX-P2V H1N1 EV71 TVOCASFV Odor Air Volume

   

100 ㎡

SPCC

2.85 kg

192*192*430 mm

≤20 dB

Rated Voltage 220V AC / 240V AC

Frequency 50 / 60 Hz                

Power 10 W                       

Internal Fuse/overload safety protection design and
Power dual protection

Material

Quantity 1 pcs

Size  

Estimated Tube Life  

Various composite materials,  
   

         
           

          
         

        
          

        
            

          

 

         

  

PRODUCT SPECIFICATIONS

       
          

         
          

        
        

       
         

              
     

    
  

  
    

  

   

17,000 Hours

Stainless steel mesh

      
          

        
          

        
       

         
       

           
           

      
          

        
          

        
       

         
       

           
           

      
          

        
          

        
       

         
       

           
           

     
          

        
          
       

        
         
      

           
            

 

     
          

        
          
       

        
         
      

           
            

 

      
         

        
          
       

        
         
      

           
            

 

  

      
         

        
          
       

        
         
      

           
            

 
180 - 220 - 350 - 520 mm

Up to 1,800 CFM (3,100 m³/h)

MODEL SG-BPI-1 SERIES

Paul Sussman
V3-1025

Paul Sussman
SG-BPI-1V

Paul Sussman
SG-BPI-1H



  

  

The PurAire SG-BPI-2V Bipolar Ionization unit is designed to be placed inside or 
mounted in the supply duct or FCU of a ventilation system. The airflow over the 
dual ionization tubes produces powerful bipolar oxygen ions that flow into the 
room and saturate the indoor space with the ions. 
 

Odours, mould, mildew, tobacco smoke, VOC’s are quickly eliminated leaving 
the indoor air purified and sanitized. 
 

The SG-BPI-2V has an adjustable ionization level switch to regulate the 
ionization level and a built-in airflow switch. 
 

The AC power to this model can be controlled by the airflow switch or simply 
interlocked with the FCU’s power, and activated when the FCU is turned on. 

                 

Model SG-BPI-2V and SG-FCU/2 

   

  

BPI-2 / FCU/2: V3-0126

Paul Sussman

Paul Sussman

Paul Sussman
Model SG-BPI-2V

Paul Sussman
Model SG-FCU/2

Paul Sussman
and



 
  

         
               

           
 

 

Odours, mould, mildew, tobacco smoke, VOC’s are quickly eliminated leaving 
the indoor air purified and sanitized. 
 

        
  

 

The AC power to this model can be controlled by the airflow switch or simply 
interlocked with the FCU’s power, and activated when the FCU is turned on. 

                
 

             
               

            
        

           
      

  

The PurAire SG-BPI-2 Bipolar Ionisation unit is designed to be placed inside or 
mounted in the supply duct or FCU of a ventilation system. The airflow over the 
dual ionisation tubes produces powerful bipolar oxygen ions that flow into the 
room and saturate the indoor space with the ions.

The SG-BPI-2 has an adjustable ionisation level switch to regulate the 
ionization level and a built-in airflow switch.

SG-BPI-2 SERIES
 Bipolar Ioniser

Coverage up to 200 SqM

Up to 200 SqM

Paul Sussman
SG-BPI-2V

Paul Sussman
SG-BPI-2H

Paul Sussman
V3-0126



 

 
 

 
 

 
 
 

SPECIFICATIONS 
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Product information 

Electrical 

Ionization Tube 
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The PurAire Model SG-BPI-4 Series (horizontal or 
vertical tube) Bipolar Ioniser has been designed to be 
installed or mounted in all kinds of fan coils (FCU’s), 
supply air ducts, or AHUs. The ionisation level can be 
easily adjusted with the ion output level control, to 
precisely address the IAQ issues in the room or space.

          
        

         
   

      
          

    

      
          

    



         
          

Optional / Available:

Power to the unit can be controlled with an airflow 
switch or interlocked with the HVAC's fan operation. 
With the airflow switch, the BPI-4 series is energy- 
efficient and environmentally friendly.
It removes room odours, mouldy-mildewy smells, 
tobacco smells, and kills bacteria and viruses on the air 
contact with the bipolar ions.

It is UL2998 Certified Ozone Free

  Up to 500 SqM

Paul Sussman
MODEL SG-BPI-4 SERIES

Paul Sussman
V4-0126

Paul Sussman
SG-BPI-4V

Paul Sussman
SG-BPI-4H

Paul Sussman
Coverage up to 500 SqM



Paul Sussman
MODEL SG-BPI-5 SERIES

Paul Sussman
(Horizontal or Vertical Tubes)

Paul Sussman
Coverage up to 800 SqM 

Paul Sussman
V4-0126



Paul Sussman
SG-BPI-6V (Vertical) Shown

Paul Sussman
V4-0126

Paul Sussman
Coverage up to 900 SqM



Paul Sussman
V4-0126

Paul Sussman
SG-BPI-8TT (Vertical)

Paul Sussman
Tube size  520mm



 

 
 

 
PS-509TT 

 
 
 

SPECIFICATIONS 
 
 

Adaptive air volume 

Application area 

Shell material 

Weight 

Product size 

Noise 

 
 
 
 
 

17,000 CFM (28,900 m³/h) 

 

Metal material 

15.5 kg 

710*280*320 mm 

≤20 dB 

 
 
 

Rated Voltage 220V AC / 240V AC 

Frequency 50 / 60 Hz  

Power 67 W 

Internal Fuse/overload safety protection design and 
Power dual protection 

 
 
 

Quantity 9 pcs 

Size 520 mm 

Estimated Tube Life 17000 Hours 

 
        

          
        

           
       

       
        

        
            

          
 

   
1. Air Pressure Switch    2. Remote Monitoring Panel 

Material Various composite materials, 
stainless steel outer mesh 3. Ions Intensity Control 
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Product information 

Electrical 

Ionization Tube 

 
 

 
 

 
  

  

 

  
    

  
 

  
  

  
 

 

 

      
          

       
        

       
       

       
       

        
            

         

      
          

       
        

       
       

       
       

        
            

         

  

       
         

       
        

       
       

       
       

        
            

         

 

        
        
       
        

       
       

       
       

        
            

         
  

	   

       
        
       
        
       

      
      

        
       

          
            
  

  

SG- BPI-9H Ionization system is designed to 
be mounted in the supply air duct or 
air handl ing system of a heat ing, cool ing 
or ventilation system. Power to the unit can 
be controlled with an optional air pressure 
differential swi tch or in ter locked with the 
H VAC f a n operation, provided the power 
delivered to the unit does not exceed its 
rated voltage. Ionization intensity can be adjusted 
with a three-step knob on the unit. Power to the 
unit can be turned off at the unit or quick disconnect at 
the power cord.

APPLICATION

Optional / Available:

Coverage area up to 2,000 SqM

MODEL SG-BPI-9H

2,000 SqM

Paul Sussman
V3-0126



Adaptive air volume

Application area

Shell material

Weight

Product size

Noise

SPECIFICATIONS

Product information

Electrical

Ionization Tube

13.3 kg

710*280*450 mm

≤20 dB

Rated Voltage

Frequency

Power

Internal Fuse/overload safety protection design and 
Power dual protection

120V AC  /  240V AC

50 / 60 Hz

Quantity

Size

Estimated Tube Life

Material

12 pcs

17000 Hours

Various composite materials,
stainless steel outer mesh

① Running lights ② Power switch ③ Power cord

④ ⑤ Ion control ⑥Fuse Ion tube

3
5
0
m
m

280mm

710mm

625mm

450mm

①

②

③
④
⑤

⑥

Indicator light display 

description:

1. Power on the device and 

turn on the switch. If the 

indicator is red, the device is in 

standby state.

2. Open the ion switch, the red 

light is off, and the green light 

is on, indicating normal 

operation. If a fault occurs, the 

red light will return until the 

fault is rectified.

 

      
           
        

          
      

       
          

       
          
          

    

      

       
           
        

          
      

       
          

       
          
          

    

 

 

        
           
      

         
          

        
      

 






        











	     


	   


	    


	   



The SG-BPI-12 Series DBD Bipolar Ionization unit is 
designed to be mounted in the supply air duct or air 
handling system of a heating, cooling, or ventilation 
system. On/Off power to the unit can be controlled at 
the unit itself, or with an optional air pressure differential 
switch, interlocked with the HVAC’s fan operation, or 
controlled by the BMS with our optional MODBUS 
connectivity module.





Ionization intensity is adjustable with the three-step knob 
on the unit.





Optional:


1.	 Air flow (differential pressure) switch


2.	 RS485 MODBUS Connection Module


3.	 Ion intensity control sensor


4.	 External control box



APPLICATION

  MODEL SG-BPI-12 SERIES

Paul Sussman
36,000CFM; 61,000 CMH

Paul Sussman
up to 2,500 SqM

Paul Sussman
350 or 520mm

Paul Sussman
(Available with either Vertical or Horizontal Ion Tubes)

Paul Sussman
V2-0725

Paul Sussman
45 to 60W

Paul Sussman
Powder Coated steel

Paul Sussman
V4-0126

Paul Sussman
Coverage area up to 2,500 SqM



 
 

 
 

 
 
 

 
 

  
 
 

 
    

   
  

 
   

  
 

      
 

 
 

 
 

For more information 
contact us at:

ProMedUSA Pte Ltd
111 North Bridge Road 
#08-27 Peninsula Plaza 

Singapore 179098

  
 

Tel: (65) 6836-9665
Email: sales@promedusa.us

            



Or visit us on the web: 
www.promedusa.us


www.puraire.sg
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